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IDF4-C
INVERTITORE A 4 VIE - CENTRO CHIUSO

4-WAY FLOW REVERSE - CLOSED CENTRE
4-WEGE UMSCHALTHAHN - GESCHLOSSENE RUHESTELLUNG

VALVOLE DIREZIONALI
HYDRAULIC DIRECTIONAL CONTROL VALVES   -   HYDRAULIKWEGEVENTILE
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IDF8-A
INVERTITORE A 8 VIE - CENTRO APERTO

8-WAY FLOW REVERSE - OPEN CENTRE
8-WEGE UMSCHALTHAHN - OFFENE RUHESTELLUNG
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Codice
Code

Bestell-Nr.

P - T
A - B
BSP

P1 - T1
A1 - B1

BSP

Q
MAX
l/min

P 
MAX
bar

Tipo
Type
Typ

L L1 L2 H H1 H2 kg

V70867.A00600 3/8" 3/8" 35 300 IDF8-A 020 77 24 130 142 38,5 38,5 2,50
V70867.A00800 1/2" 1/2" 50 250 IDF8-A 030 90 28 130 160 45 45 3,80
V70867.A01200 3/4" 3/4" 90 220 IDF8-A 040 95 32 160 180 47,5 47,5 5,20

MONTAGGIO IN LINEA
LINE MOUNTING MATERIALE - MATERIAL: GHISA - CAST IRON - HYDRAULIKGUSS
REIHENMONTAGE

Codice
Code

Bestell-Nr.
P - T
BSP

A - B
BSP

Q
MAX
l/min

P 
MAX
bar

Tipo
Type
Typ

L L1 L2 ØG E E1 H H1 H2 kg

V70467.C00600 3/8" 3/8" 35 300 IDF4-C 020 77 24 130 8,5 54 27 71 38,5 38,5 1,23
V70467.C00800 1/2" 1/2" 50 250 IDF4-C 030 90 28 130 8,5 68 32 80 45 45 1,89
V70467.C01200 3/4" 3/4" 90 220 IDF4-C 040 95 32 160 8,5 74 38 90 47,5 47,5 2,56

MONTAGGIO IN LINEA
LINE MOUNTING MATERIALE - MATERIAL: GHISA - CAST IRON - HYDRAULIKGUSS
REIHENMONTAGE


